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1. Remove the Washers 
& Nyloc Nuts attached to 
the rods
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workshop wheel 
chock handle 
installation guide
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3. Place 1 of each onto 
each rod in the following 
order: 
- Flat Washer
- Spring Washer
- Nyloc Nut

4. Before you tighten the 
Nyloc Nut, ensure the 
same rod on the opposite 
side is being held to avoid 
movement. 
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5. Tighten each using either 
a Socket Wrench or Spanner. 
Ensure all are securly 
fastened onto the rods. 
Fitment is complete

55

2. Place the handle over 
the 4 rods. 
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workshop wheel 
chock user guide
National Plastics & Rubber promotes safe working practices therefore, 
performing your own risk assessment is essential before using these 
products. 

To move into position, pull the handle down, 
levering the Workshop Wheel Chock onto its back 
wheels.

Push the Workshop Wheel Chock as close to the 
truck wheel as possible.

Lift the Workshop Wheel Chock onto its front 
wheel and bring close to the tyre.  Bring the back 
of the chock around into position. 

The chock should be straight and flush against the 
bottom of the tyre.

Ensure both sides of the wheel are chocked.

When chocks on both sides of the wheel are in 
position correctly, the truck is secured.

To remove the chock, lift onto front wheel, remove 
from flush position and when clear of the tyre, 
transition onto the back wheels and move into 
selected location. 
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