
StackoTM load rating matrix
National Plastics & Rubber promotes safe working practices therefore, performing your own risk assessment is 
essential before using these products.

Side A 
(Contact 
Area in 
cm)

KG KG KG KG KG KG KG KG KG KG KG

51 7650 15300 22950 30600 38250 45900 53550 60000 60000 60000 60000

50 7500 15000 22500 30000 37500 45000 52500 60000 60000 60000 60000

45 6750 13500 20250 27000 33750 40500 47250 54000 60000 60000 60000

40 6000 12000 1800 24000 30000 36000 42000 48000 54000 60000 60000

35 5250 10500 15750 21000 26250 31500 36750 42000 47250 52500 53550

30 4500 9000 13500 18000 22500 27000 31500 36000 40500 45000 45900

25 3750 7500 11250 15000 18750 22500 26250 30000 33750 37500 38250

20 3000 6000 9000 12000 15000 18000 21000 24000 27000 30000 30600

15 4500 6750 9000 11250 13500 15750 18000 20250 22500 22950

10 3000 4500 6000 7500 9000 10500 12000 13500 15000 15300

5 3000 3750 4500 5250 6000 3750 7500 7650

Side B 
(Contact 
Area in 
cm)

5 10 15 20 25 30 35 40 45 50 51

Using This Guide

Tested To (KG)

As a guide each Stacko™ Block is rated to withstand an evenly distributed static load of 30kg/cm² with minimum load area of 
100cm².

1. Select your Side A measurement
2. Select Side B measurement
3. Where the selected column and row meet on is the nominated maximum load in kilograms.
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